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Nylon lock fasteners

Weatherhead

or dead-end

3 bolt clamps

 (63) curved washers2
1nut and 2

Thimble eye straight bolt with

pole accessories

See details of control

as required

Conduit size

m
a
x
.

(1
.8

3
 

m
)

6
'

Span wire

Thimble eye nut

5% of span

Sag distance*

Tether wire

Wood pole

min.

5' (1.52 m)

Roadway

m
in
.

1
7
' 
(5
.1

8
 

m
)

Ground wire clamp
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All dimensions are in inches (millimeters)

Hub plate
Conduit clamp

Meter

Disconnect switch

removable covers

2 (51) LB condulet with

cabinet

controller

Flasher

 (13) conduit2
1in 

No. 6 bare wire

x4 (M10x100) galv. lag screws8
32

 (42) machine bolt and8
51

 (63) Galv. post plate,2
12

or dead-end

3 bolt clamps

connector end fitting

 (63) Galv. guy2
12

steel pipe

 (63) Galv.2
12

sleeve

Service

Guy guard

1-1-09

1-1-02

English (metric).

Switched units to

Renum. Standard 840001.

Anchor rod Anchor

STANDARD 880001-01

BEACON INSTALLATION

SIGNALS AND FLASHING

SPAN WIRE MOUNTED

SPAN WIRE MOUNTED SIGNALS AND FLASHING BEACON

CONTROL POLE DETAIL

SIDEWALK GUY DETAIL

POST MOUNTED FLASHING BEACON

MOUNTING DETAIL
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